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Alder Lighting Product Characteristics

Excessive illuminance in lighting requirement

LED nowadays technology provides high quality in efficacy. With economical
advantage, lumen output can be easy to replace traditional lighting product in
modern society.

“ Light tomorrow with today ”

- Elizabeth Barrett Browning -
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Long lifespan with energy saving
Implement high brightness LED SMD and COB into product maintain longer life
time up to 70% energy saving compared with conventional lighting.
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Thermal management used robust matenal
High quality die casting magnesium or aluminum housing in Alder lighting
product delivers excellent heat dissipation capability and lighter weight.

Durable design for widely applications

Brightness adjustable in 1-10V dimming function with IP&5 rated above brings
dust and water proof perfformance adopted in indoor and outdoor environments
like factory, garage, workshop and warehouse.

Active driver design meets world-wide certification

To ensure lighting performance, driver plays an important role to protect the
product operation in OVP, OTP and SCP. World-wide certifications like CE, PSE,
ETL, UL FCC, DLC, CNS and CCC are achieved in Alder product.
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About ALDER

Alder Optomechanical Corp. was founded in 2003 located
in TaoYuan area. With advanced technology, it mainly
focuses on mechanical, optical, material and electrical
design to develop and integrate the high quality and efficacy
lighting product with optimal performance. Alder has joined

Alltek Technology since April 2019.

ALDER's Capabilities

The core competencies of Alder are LED package, PSU design,
material science, optical & mechanical design. With the design
and manufacture integration, Alder delivers one stop solution in
lighting product to service world-wide customers’ request. Besides
state-of-art technic in outdoor product, anti-bactenal lamp, full
spectrum LED lighting and indoor panel light have been
implemented in multidisciplinary area. The certification in CE for
Europe, ETL/DLC for US, PSE in Japan and CCC for China bring

the high quality product verification to apply in global market.
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Company Profile
New Launching

NEW Product
High Bay Light
HBL series
HBL-500W
HBL-300W
HBL-200W
HBL-150W
HBL-100W

HBLA series
HBLA-850W
HBLA-650W
HBLA-300W / 200W
HBLA-150W
HBLA-100W

Floodlight
Hall light series
HLC-150W / 120W
HLE-200W / 150W

Work lamp series
WL-75W / 50W
WLA-30W / Cabin-30w

PAR Lamp
FARSE - 97W
PARS2 - 52W

Extreme environment

Frozen Lighting - 30W
Heavy Industrial Lamp 140W / 150W

Marine Lighting
CCEAN-900ML / 600ML ------=---=------
HELA-300ML
CABIN-30W
HLE-200ML / 100ML
HLC-120ML

Globe Lamp
PL-6OW / 36W / 18W
Post top globe lamp




New Product

Performance Selection

HBLA-300W Z
Marine Lighting - for Ocean Boat EPL-100W / 120W / 150W

P67 P.35

Frozen Light
30W / 60W / 120W

P57

HBLA-140W / 150W HLE-100/

P54

200W

Pl

HLC-120W

H.T3

Electrical Specifications

for Ocean Boat

Power Consumption : HBLA-300WW
Input Voltage AC100-277 W
Frequency S0eD Hz

Operation Tamp,

-20°C bo #50°C

Electrical Specifications

Posrar Consumgtion | EPL-1580W
EPL-120W
EPL-100W

Ingpiad pllaegie AGTID-ZTT

Frequancy 50080 He

Electrical Specifications

Pover Consumpbion © OO EAN-500%Y
OCEAN-B00

Inpud Voltage BCAQQ=ZTT W

Fraquancy 060 He

Electrical Specifications

Power Consumption ; MLE-200W
HLE-100'W

Input Voltage ACTI0-27T W
ACI00~204

Uparaticn Temp

Oparation Temp. © 300 o +50°C LED Lifetime (LT)

LED Lifetime (LTO) : 80,000 howrs

LED Ltebme (L7E) - 50000 hours

-G 5T
60, 00H) homurs

Fringuancy
Chparafion Tamg

) H
-30°G o+ 5T

Electrical Specifications

Fower Consumplan - HBLA-150W

Electrical Specifications

Pawer Contumplicn : Frazen Light - 1200W

red light wasvelength - 615-835nm

Electrical Specifications

Pawar Contumpticn © HLC-120W

LED Lifetirmes (LT0) : 80,000 hours

Electrical Specifications

Power Consumphon ; CABIN-20W

HBLA-140W Frazen Light - B0W
Input WVoRage AC110=-308 v Input Voltage Frazan Light - 308
Frequency 050 Hz Fraguency AD 1D0-240 %
Oparation Temp =307t +100°C Crperation Temp SO0 Mz
LED Litgtimsa (L70] 0 B0.000 hours LED Lifetime (L70): -60°C 1o +30°C

B0, 000 hgaurs

I put Voltags :
Frequency
Operation Temp
LED Lifetimes [L70)

ACTI0=2TT W
S0m0 Mz
30°C 1o +50°C
B0, 000 howrs

Input Voltage
Fraguency
COparalan Tamg

LED Lifetirmes (L70) :

A 100240 W
L0ied Hz
-30°C 1o +50° G
60, CeHD hoirs

wWianAL alder, oo, bw

OCEAN-S00W / 600W
Marine Lighting - for Ocean Boat

P.E5

CABIN-30W

Pd3




High Bay Light

HBL - 500W

HBL - 500W DLC premium listed

HBEL - 200W

Customized silver version

HEL - 300W

HBL - 150W

HBL - 100W

HBL Series

wiana, adder, com, w
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Electrical Specifications Electrical Specifications Electrical Specifications
Powar Consumption : HBL - S0 Power Consumption : HBL - 1504 Piowar Consumption : HEL - 100W

:::: . ;ﬁﬁ Input Violtage AC 100-277 W Input Violtage AC 100-240 V
Input Visltage AC 100277V Frequancy SO0 Hz Frequancy 080 Hz
Frequency SOUED Hz Cperation Temp “30°C o +50°C Operation Temp. :  -30°C to +50°C
Ciparation Temp 3G o £5000C LED Lifetime (L7Q) - 60,000 haurs LED Lifedime (L70) : 60,000 hows
\_ LED Lifetime (L70) - 60.000 hours ¥,
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Excellent Performance

Alder HBL light product has more than 70% energy
saving and efficacy up to 156 Im/W. Under the
characteristics of light weight, multiple mounting
options and sustainable performance, it provides the
solution in less maintenance and economical feature.
The product is widely adopted in sport field, ware-

house and factory.
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Highﬂ Bay Light
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Product Features

+ Magnesium die-cast alloy housing
+ \Weather resistant powder coating

- « 304 Stainless steel rotatable yoke bracket
+ Highly luminous efficacy

« Dimmable 1-10V optional
* DLC QPL Listed

Dimensions [ unit- mm|
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Photometry | Figures are shown in steady stage |
Boam Angle 15° S00W  LUX Baam Angle 307 500 LUX
5 {WD,C8) ~ (WD.C8)
b A5 1093 i 1 48
| M 618 2 20M 264
i 5M 154 pad 25M 168
Beam Angle 50° SO0 LU Beam Angle 10{0* EOOW LUX
[(WD.C8) {WD,CB)
Ao 5108 | AW 5106
Lo s = o O, L
Wire Guard Accessony Ord Efiﬂg data
— Product Wattage CCT Beam CRI  Light Output Light Qutput
Applications Name (W) K] Angle (%) Steady Stage (Im)  Cold Stage (Im)
» Sport fields, Factones and Outdoor wall washer HEL-5005-T ZWDIECHE 500 5000 15 =80 57900 £4300
HBL-5005-T-cyyy-TEWDI0CE 500 5000 30 =80 a5400 72700
HBL-5005-T-cyyy-TEWDG0CE 500 5000 &0 =80 65400 72700
. HBL-5005-T(D)-cyyy-Z2WD15CE 4T0 SO0 15 =80 53200 58100
Electrical Specifications L
i TR S0 Al HBL-5005-T(D}-cyyy-TEWD30CE 470 000 30 >80 §1700 68800
Input Violtage : 100~277 V ' HEL-5008-T(D)-cyyy-TEWDGOCE 470 5000 60 =80 &1700 68600
Fragquency 5060 Hz J
Operation Temp 307G o +50°C i *  Otnher CCT options : 3000K, 4000K. 6500K.  * Dimmabie 1-10V oponal.

Led Lifetirmed L 70 B0.000hours

Beam Angle 15 Optienal Wire Guard

** All rights reseneed 10 introduce any construction changes and improvements into the hghting luminaines
high bay light ** Photometric and elecinical data may vary due to component tolérances
** The tolerance of lumen outpul £10% (Cold Stage).
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Product Features
+ Magnesium die-cast alloy housing
- + Weather resistant powder coating
» 304 Stainless steel rotatable yoke bracket

= Highly luminous efficacy
+ Dimmable 1-10V optional DLC QPL Listed (Premium)

Dimensions [unit-mm]

11 Wieight : 6.5 Kg SPO Waight : T Kg
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thtnmetry [ Figures are shown in steady stage |
Beam Angle 30° I00W LUK Beam Angle 60* 00W  LUX BeamAngls 100  soow  Lux
5 {WD,C8) = (WD.CB) \ (WD.CB)
[ oM 86T A0M 330 / \ .
[ = ' i |
K . S L A K,/ o N
e : LM 8 - N
Ordering data
Product Wattage CCT Beam CRI  Light Quiput Light Qutput
Mame (W) (K) Angle (%) Steady Stage (Im)  Cold Stage (Im)
Applications HBL-5005-T-cyyy-Z2WD15C8 500 5000 15 >80 57900 54300
= Sport fields, Factones and Cutdoor wall washer HBL-5005-T-cyyy-TEWD30CE 500 5000 a0 =80 E5400 72700
HBL-500S-T-cyyy-TEWDE0CE 200 2000 &0 =50 ERA00 72700
HBL-5005-T(D)-cyyy-Z2WD15C8 AT0 5000 15 =80 53200 55100
] ] HEBL-5005-T(D)-cyyy-TEWD30CE 470 5000 30 >80 61700 68800
Electrical Specifications
HEL-5005-T{D)-Cyyy-TEVWLEOCE 470 2000 &0 =&l E1700 Gasin
Poweer Consumpbon @ J00W
Input Violtage 100277V #  Other CCT options - 3000K, 4000K, 6500K.  * Dimmable 1-10V optional.
Frequency 50080 Hz A
Operation Temp 30°C 1o +50°C
Led Lifetime(L70):  60.000hours
Optional Wire Guard " Al nghts resended 10 intrdduce any construction changes and improweménts into the ighting luminaines,

** Photomatric and electrical data may vary due (o compongnt bolarances.
** The tolerance of lumen cutput £10% (Cold Stage).

high Bay lght
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HBL-200W

high Bay lght

Applications

* Sport fields, Factories and Outdoor wall washer,
Zcd[z))8]relreo

Electrical Specifications

Power Consumption ; 200W

Inpud Vicliage 100-277
Frequency SOG0 Hz
Cparation Temp 30"C 1o +50°C
Lad Lifetima(L70) 60, 000haurs

wianw alder com, w

Product Features

+ Magnesium die-cast alloy housing

» \Weather resistant powder coating

» 304 Stainless steel rotatable yoke bracket

« Highly luminous efficacy

+ Dimmable 1-10V optional DLC QPL Listed (Premium)

Dimensions [unit-mm]

11 Wieight : 5.3 Kg is e Bl Waight - 5.8 Kg

183
In Ed =
— -— ‘
b g
4 A 000
1 |
169 |_110_|
thtnmetry [ Figures are shown in steady stage |
Beam Angle 30° 00w LUK Baam Angle 60° 00 LLIE Beam Angle 1007 WA L
3 (WD, C8) {WD.C8) — ] (WD.CH)
N A & o 2 f./f N| am s
L . | |
kl LM o : L w \/ S I
L) PR, g - om ow L. e a0
Ordering data
Product Wattage CCT Beam CRI  Light Quiput Light Qutput
Mame (W) (K) Angle (%) Steady Stage (Im)  Cold Stage (Im)
HEL-2005-T(D)-cyyy-TEWDINCE Chear 000 30 >80 26400 29300
HBL-2005-TID)-cyyy-TEWDE0CE Clear S000 60 =@0 26400 29300
HEL-2005-T(D}-gyyy-TEWDADCE Chear 000 100 =80 24700 27500
HBEL-2005-TiD)-myyy-TEWDACE Frosted 5000 100 =80 19800 22000
HBL-2005-TD-cSTR-TEWDI0CE Chear 5000 30 *80 26400 29300
HBL-2005-TD-cSTR-TEWDEHCE Chear 5000 60 =80 26400 2H300
HEL-2005-TD-cSTR-TEWDAGCE Chear S000 100 =80 24700 27500

®  Other CCT options - 3000K, 4000K, 6500K. = Other CCT options @ 4000k,  * CCT S000K ondy.  # Dimenabls 1-10W optional

= Al nights resersed to niroduce any construction changes and improwemeants info the lighting luminaines,
* Photomatric and electrical data may vary due (o component tolarances.
** The tolarance of lumean cutput £10% (Caold Stage).
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HBL-150W

high Bay lght

Applications

& Warkshop, Warehouses | Ouldoor wall washer,
Gymnasiums and Distribution centers.

(o[ €) 22 (@] et [re

Electrical Specifications

Power Congumplion © 150W

Input Voltage 100-277 W
Fresguency | SE0 Hz
Operation Temp. -30°C 1o +50%C
Led Lifetime(L70): &0 000hours

Product Features

+ Magnesium die-cast alloy housing

» \Weather resistant powder coating

» 304 Stainless steel rotatable yoke bracket
« Highly luminous efficacy

+ Dimmable 1-10V optional

Dimensions [unit-mm]

11 Wieight : 2.1 Kg s e Bl Waight : 2.8 Kg

thtnmetry [ Figures are shown in steady stage |

wianw alder com, w

Beam Angle 60° 1500 LUX Beam Angle 100° 1500 LLIE
i 1 - (WD, 58] _ {wD.Cca)j
M 491 - ol . "
................ "HH_H_ f__/
- L e 218 - P .
Ordering data
Product Wattage CCT Beam CRI  Light Quiput Light Qutput
MHame (W) (K) Angle (%) Steady Stage (Im) Cold Stage (Im)
HBL-1505-V-cyyy-TEWDE0CE Clear 000 &0 =80 21200 23500
HBL-1505-\-cyyy-TEWDAQCE Clear 5000 100 =50 20700 23000
HEL-1505-T-cEyy-TEWDG0CE Clear S000 L] =&l 21200 23900
HBL-1505-T-cEyy-TEWDAOCE Clear 000 100 =80 20700 23000
HBL-1505-HTD-cSTR-TEWDE0CE Clear 5000 &0 =50 21200 23500
HBEL-1505-HTD-cSTR-TEWDADCE Clear SO0 100 =80 20700 23000

* Other CCT opticons | J000K, 4000K. 500K

** Al rights reserved to introduce any construction changes and improvements into the lighting luminaires.
** Photometric and electrical data may vary due to component tolerances.
** The tolerance of lumen cutput £10% (Cold Stage).

14
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Product Features
+« Magnesium die-cast alloy housing
| ] s Weather resistant powder coating
= 304 Stainless steel rotatable yoke bracket

+ Highly luminous efficacy
+ Dimmable 1-10V optional

Dimensions [unit:mm)

1
3 i
r Ny
_11I:I_
th‘tnmetry [ Figures are shown in steady stage |
Beam Angle 60° 100w LUK Beam Angle 100° 100% LUK
[ (WD, C8) {WDLCa)
T 5 M 4es
- &M 298 ) . .
- Lo st R L SERE o
Ordering data
Product Wattage CCT Boeam CRI  Light Output Light Output
Name (W) 1K) Angle (%) Steady Stage (Im) Cold Stage (Im)
: S HBL-1005-V-cyyy-TEWDE0CE 100 S000 G0 >80 12800 14300
Applications
L Mfagyyy- WDADS 1 1 4300
# Drive thru, Workshop, Warehouses, and Dutdaar wall washer, HBL-1005-V e 8 i i ki b s !
—— e HBL-1005-T(D)-cyyy-TEWDHE0CH 100 5000 B0 =80 12800 14300
I'!E-.',E c E e l@ﬂ IFEE’J F@| lﬂl-t HBL-1005-T{D-cyyy-TEWDALCE 100 5000 100 >80 12800 14300
HEL-1005-TD-cSTR-TEWDE0CSE 100 5000 60 >80 12800 14300
SPO bracket model
Electrical Specifications HEL-100S-TD-cSTR-TEWDADCS 100 5000 100 >80 12800 14300
Power Consumgpbon @ 100
Input Violtage 100-23TF % (Oihar CCOT options © 3000K, 4000K, 6500K. % Other CCT oplons | 4000K. % Dimenable 1-100 optional
Frequency S0v60 Hz
Operation Temp. -HIMG to +50°C ** AN rights reserved to introduce any construction changes and improvements info the lighting luminaires.
Liad Lifetme|LT0) 60 000houwrs ** Photometric and electrical data may vary due to component tolerances.
H B L ** The tolerance of lumen output £10% (Cold Stage).

high Bay lght

16




High Bay Light
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HBLA - 650W with front cap

HBLA-B50W with front cap

HELA-100W Optional Accessories :
DG cover

lite model

HELA-300W Standard

17

HBLA Series

Performance selection
- HBLA - 850W / 650W
- HBLA - 300W / 200W
- HBLA - 150W
- HBLA - 100W

Electrical Specifications Electrical Specifications Electrical Specifications

Power Consumpbon : HBLA- 8500 Power Consumpbon : HBLA - 300w
HBLA- B50W HBLA - 200W
AL 200-450 V Input Valtage AT 100277 W

Input Valtage : A 100-277 ¥ Frequency 50080 Hz

Freguendy SUED Hz P 5 il .
/ ration Tem -30°C o +50°C
Oparation Temp. : -30°C o +50°C B p ;

LED Lifetime (L70) - 60,000 hours LED Lifetime (L70) -  &0,000 hours

Powar Consumplion : HELA - 100W
Inpul Vialtage : AC 100-277 W
Frequency S0W60 Hz
Operatich Temp. -30*C b +50°C
LED Ldefme (L70) . &0.000 hows

The Exceptional Outdoor Luminaires

With effective integration design in mechanical and optical, Alder
high bay light is a smart choice to replace the conventional cutdoor
luminaires in long life time and exceptional lumen performance.
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High Bay Light

Application scenarios

L

= e em

“i'. s !-.- t‘:.. i

19 20



wennwakder.com, bw

Product Features
Raobust aluminum die-cast alloy housing
Wieather resistant powder coating
Sturdy rotatable bracket support

Highly luminous efficacy up to 144 Imiw
High-mast luminairas design

Dimensions |[unit: mm]

GRS Weight @ 28 Kg

- 584 -

&
% 1.‘: r: (-1 ]
FS
! =
' L=< ]
Photometry | Figures are shown in steady stage |
Beam Angle 107 asow LU Beam Angle 30° BSOW  LUX
{WD,.CT) ~ (WD.CT)
il
[ oM 52 -
r 40m &4 R 1aa
I | .
RS S W AV ] %
Beam Angle 60° asoy LUK Beam Angle 120° EOW LUK
= WD,CT] 7 — T 11 WD,CT)
- - L
- 40M
Sport mode| Rl LA I S ) [ . .
Included frant cover & power box Applicatinns . SaM - =om i5
* National stadium, Multi-purpose stadium and
Football ! Easeball field. Grdering data
| i I .c | " | Praduect ccT Beam CRI  Light Qutput Light Output
SO = Name (K) Angle (%) Steady Stage (Im) Cold Stage (Im)
HELA-850KA0-X X-c5PO —TEWD3I0CT S000 30 =70 100800 112000
Electrical Specifications
HELA-850K10-XX-c5PO ~TEWDE0CT 5000 &0 =70 104500 116000
Power Consurnpbion - 8504y
Input Violtage - 200480 W HELA-850K10-XX-cSP0 ~TEWDADCT 5000 120 =70 S4500 105000
Freguency : 50450 Hz
SOeqstOn Tmp-. S R I e +Other CCT options : 3000K, 4000K_ 6500K
Led LifetimaiL70): 80, 000haurs
H B LA “* Al rights reserved to introduce any construction changes and improvements into the lighting luminaires.
high bay light ** Photometrie and electrical data may vary due to component tolerances.

** The tolerance of lumen output £10% (Cold Stage).
22
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Product Features
» Raobust aluminum die-cast alloy housing
* \Weather resistant powder coating
L} = Sturdy rotatable bracket support
= Highly luminous efficacy up to 144 Im/w
+ High-mast luminaires design

Dimensions [unit:mm]

STR RG] o

3 &
k.
I 1
I b=t -t
Photometry [ Figures are shown in steady stage |
Beam Angle 157 BEOW LUK Beam Angle 307 BS0W  LLX
, (WD,E7) Py WD.CT)
II| /1
|' om 48 ik E
|
[ 40M 241 M @2
o |
v SM_ 181 = som_____ 59
o . - — = Beam Anﬂhﬂ.ﬂ" BEOVY LUX Baam ﬁl‘lﬂh 120% B LLIX
Sport model e " , (WD,CT) WD.CT)
Included alactrical wiring - 0M 103 33
protection and front cover . o
= 400 58 40 18
- = = SOM 37 e Bo 12
Applications N
* Mational stadium, Multi-purpose stadium, Football Drdaring data
and Baseball field.
) Product CCT Beam CRI  Light Qutput Light Output
| @
j “H! ‘ € | l " |IP55 Name (K} Angle (%) Steady Stage (ilm)  Cold Stage (Im)
| it — 3
HBELA-650K10-XX-cSP0O -Z2WD15CT 5000 15 >70 72000 79500
HBELA-E50K 10-XX-cSPD =TEBWD30C7 =000 30 =70 BR700 SEB00
Electrical Specifications
Powsr Consumolion © &50W HBELA-G50K10-XX-c5P0 -TEWDEOCT S000 60 =70 L2300 101400
input Violtage 200-480'Y HBLA-650K10-XX-c5PO ~TEWDAZCT 5000 100 >70 85150 93600
Fregquency S0wE0 Hz
STR brackel Operation Temp. -30°C 1o +50°C # Other CCT options - 3000K, 4000K. 6S00K
R Ei s B Lad Lifetime{LT0): &0,000haurs
H B LA il iy ** Al ights regerved to introduce any construction changes and improvements info the lighting luminaires,
high bay light ** Photometric and electrical data may vary due 1o component tolerances

™ Thie tolerance of lumen cutput £10% (Cold Stage).

24
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Product Features

» Raobust aluminum die-cast alloy housing
+ Weather resistant powder coating
- = 304 Stainless steel rotatable yoke bracket
« Highly luminous efficacy up to 153 Im/w
+ Dimmable 1-10V optional
| Dimensions [unit:mm]
STR sPO

358 177 &8 315

372
387

2
Phﬂtﬂmﬂtr}" [ Figures are shown in steady stage |
Beam Angle 30° 2008 LUK 0W LU 200w L 00 LUK
=5 (WD,C8 (WD,CB (WD ,Ce (WD, C8
\ M 469 M 6915 2434 M 3582
] M 175 M oM &bd oM 696
/ st B e e, o m ™ e
Bearmn Angle 100 2008 LuX HOW LU
— — [WD,CB (WD,CB
. o En
DS 2ef B O L
gm0 oM 138
Custom Made E'I"dﬂ‘ﬂﬂg dﬂtﬂ
STR bracket model Applications Product Wattage CCT  Beam  CRI  Light Output Light Output
» Factory, Warehouses, Outdoor wall washer and Name (W) (K} Angle [*) Steady Stage (Im) Cold Stage {Im)
Distribution centers. HBLA-200K0-HPD-cyyy-TEWD30C8 200 5000 30 >80 26300 29300
HELA-200KD-HFD-cyyy-TeWDGOCE 200 5000 &0 &0 26300 28300
‘i\ ‘ \ ‘ E \ IPEE‘
e HBLA-200K0-HPD-cyyy-TEWDAOCE 200 5000 100 =80 24700 27500
HBLA-300KO-HPD-cyyy-TEWD30CE 300 5000 30 >80 38700 43000
Electrical Specifications
HBLA- HP T > 7 4
rtion © S00W BLA-300KD-HPD-cyyy-TEWDE0OCE 300 5000 &0 80 38T00 3000
200W HBLA-300KO-HPD-cyyy-TEWDAOCE 300 5000 100 >80 38300 40300
input Violtage AG100 ~ 27TV
Ay 5050 Hz # Other CCT options : 3000K, 4000K. B500K
Orparation Temp. -30°C o +80°C * Dimmable 1-10V optional
H B LA 5TR brackat madal Lad Lifetime(L70): B0.000hours
Standard : ' ** Al rights resensed to introduce any construction changes and improvements inta the lighting luminaires,
high bay light ** Photometric and electrical data may vary due to component tolerances.

™ The tolerance of lumen output 210% (Cold Stage)
26
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Product Features

» Raobust aluminum die-cast alloy housing
» \Weather resistant powder coating

- = 304 Stainless steel rotatable yoke bracket
« Highly luminous efficacy up to 153 Im/w

+ Dimmable 1-10V optional

Dimensions [unit:mm]

IBT Welght : 3.8 Kg AN Welght : 4Kg

LM’

Photometry | Figures are shown in steady stage )

L300 222

Beam Angle B0° 150W  LUX Beam Angle 1007 150% LLX
= (WD,CH) -] . D, 5)
3 EY 1870 . 740
&M 468 T
= o 208 P stz T
Beam Angle 120° 150w Lux
(WD, C38)
. ™m0
/ Y] 170
!H'-l 78

Ordering data

Applications
. _ =€ 2 E Product Lens CCT  Beam CRI  Light Cutput Light Cutput
» ul'u!'urf-j.shqp-. NWarehouses, Qutdoor wall washer and Name Option (K} Angle (%) Steady Stage (Im)  Cold Stage (Im)
Distribution centers.
# —_— ! L HELA-1505-RTIDRcoxIBT-TEWDEICE  Clear 5000 G0 >80 20200 22500
= . £ ;
” , ] ‘ € | — | |PEE} ‘ ;_@I FE wLELF, HBLA-1505-RT(D)-coodBT-TEWDAOCE  Clear 5000 100 >80 19300 21500
HBELA-1505-AT{D}coxBT-OAWDAZCE  Clear 000 120 =80 22500 25000
Electrical Specifications HBLA-1505-RT(D)-muxxIBT-02WDAZCE  Frosted 5000 120 =80 20700 23000
Power Consumplion | 150 HBELA-1505-RT-cwhilBT-02WDAZCE Chear S000 120 =80 22500 25000
inpul Vollage AC100 ~ 27TV
Freguency S0ve0 Hz %  Oivar CCT options - 000K, 4000, 500K, * | DLC Premium ksted, CCT 5000K only. # Dirmmabie 1-10W oplicnal
STR bracket model with DG cover Operation Temp. : -30°C 1o +50°C
B Tt Led Ldetime(L70):  60,000hours
H B LA ** Al rights resersed to introduce any construction changes and improvements into the lighting luminairas,
high bay light ** Photometric and electrical data may vary due 1o component tolerances.

™ The tolerance of lumen output 210% (Cold Stage)
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- HLC - 150W / 120W
LEDs Lighting Solutions * HLE - 200W / 150W

Floodlight

Electrical Specifications i Electrical Specifications )
Pormvisr Corrdumplion @ HLG - 15006 Piororisr Conaumgition - FLE - 2000
HLE = 1206 HLE - 1500

Input Vollage | AL TI0ZTT Inpul Vollags A 1P0-2TT W
Fenguincy 5060 He Fragpency BB Hz
Diperation Temp, ©  -30°C I +50°C Opeention Tenp. ©  -30°C 1o +50°C
LED Lifetima (L7 ;60,000 howrs LED Lifetima (LT - 80080 Fowrs

M 4 A

EIER®ERY

Outstanding Performance and High Reliability

Under well compact lens design, the performance in Alder HL series brings superior
quality and comfortable light cutput distribution in full range application envircnment.

HLE - Performance module

R e LT B Ry p—

60" X90" Optical lens - HLC 120" Optical lens - HLC
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Floodlight

Application scenarios

32
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HLC-150W
HLC-120W

r—upr-r-l"v—r R R R R B e Rl
o

Temperad glass{Optional)

Applications

& Warehouses, Outdoor wall washer and Comvantion hall.

8] (cg(z] paifcq

Electrical Specifications

Power Consumpbon - HLC-1504W
HLG- 1204

Product Features

+ Robust aluminum die-cast alloy housing
» \Weather resistant powder coating

» 304 Stainless steel rotatable yoke bracket
= Highly luminous efficacy up to 137 Imiw

+ Dimmable 1-10V optional

Dimensions [unit:mm]

wianw alder com, w

220

325

Input Viollage

HLC

floodlights

Beam angle 60"

Fraquency
Operabon Temp
Lsd Lifetirmgd L 70}

ACTID-27T W
SO0 Hz
-30°C o +50°C
B0, 00k oS

" I - -
| — . =4 T
- < e 1 L L .l- n
o ) [4 " .
= e, = ~ —_— "=
I| Oz - ”
100
200
Photometry | Figures are shown in steady stage )
Baam Angle 8¢ 120OW LUX oW Luy  CoamAngle 80" x %% oow  Lux 150W LUX
A (WD,C8) (WD.C8) | ,\ (WD,C8) (WD,CB)
/ M vwer.  omws | /)N M ves M e
[ N
- 1
. ... .. 2 L ek, | e ] s R . A
it s R [ M2 | L e N
Beam Angle 120° W LUK AW LUK
= ] {WD,C8) {WD,C8)
/ . L L
_,-' a4 &M
5 e L i S L.
Y] 74 M &8
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Qutput
Hame (W) (K} Angle (*) Steady Stage (Im)  Cold Stage (Im)
HLC-120K0-HPD-TEWDEOCA 120 5000 60 =80 16800 18500
HLC-120K0-HPD-TEWD TACE 120 5000 EeS0 >80 16800 18500
HLC-1 20K0-HPD-CAWDAZICE 120 5000 120 =g0 17000 18800
HLC-150K0-HPD-TEWDEOCA 150 5000 i) =80 19900 22100
HLC-150K0-HPD-TEWDTACE 150 5000 B0heal =Bl 19900 22100
HLC-150K0-HPD-OWDAZCE 180 5000 120 =g0 20400 22700

w Other COT options ;| 000K, 4000K, 6500K. # Dimmable 1-104 optonal

** Al rights resensed to introduce any construction changes and improvements infa the lighting luminaires.
** Photometric and electrical data may vary due o component tolerances.
** The tolerance of lumen output £10% (Cold Stage).



wianw alder com, w

Product Features

+ Robust aluminum die-cast alloy housing

+ Hard anodic treatment and resistant powder coating
= 304 Stainless steel rotatable yoke bracket (STR)

» Highly luminous efficacy up to 160 Im/w

« Dimmable 1-10V optional

HLE-200W
HLE-150W

Dimensions [unit: mm]

Weight : 4.4 Kg

HLE

floodlights

Biarm angle 120°

Cpbonal frosted giass

46 54 54 46,
- 33? — il 23_5 T Il',-" Ll L W I . I I I
N = l . | ( W
|' .'_I E 1 m—s ] R ji] | ] l::l:l K
‘- ) F " . ] AEERESE .
T =R S & s
- 330 - 3
= 332 =
Photometry | Figures are shown in steady stage |
Beam Angle &0° 150W  LUX 200W  LuUX
(WD.CE) (WD,C8)
/ M 288 M. 2358
| L. S ser ] i 580
Beam Angle 120° 1500 LUX 200W  LUX
[WD,C8) {WD,CB)
- Ty
E % M. 678 m 822
|
] /f . SO} SM 208
— oM 76 am 92
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Output
Name (W) (K) Angle [*) Steady Stage (Im)  Cold Stage (Im)
Applications
HLE-1505-HT-TEWNBOCS 150 4000 B0 >80 20100 22300
* Factories, Warehouses, Ouldoor wall washer and
Distribution ceners. HLE-1505-HT-TEWDG0CE 150 5000 B0 >80 20100 22300
-# HLE-2005-HT-TEWNEOCE 200 A0 i) =80 26200 29200
15!.'.'.'.- ‘ H 2 | HLE-2008-HT-TEWD50CS 200 5000 60 >80 26200 26200
HLE-1505-HT-TEWNA2CE 150 4000 120 >80 26100 29000
Electrical Specifications MLE-1505-HT-TEWDAZCS 150 5000 120 >80 26100 28000
Power Consumption : 200W HLE-2005-HT-TEWNA2CS 200 4000 120 =80 26200 28200
150W
HLE-2005-HT-TEWDA2CS 200 5000 120 >80 26200 29200

Inpart Voltage
Frequency :
Oparation Tamp
Led Lifetime(L70):

ACTI0-27T W
S0ws0 Hz
-30°C 1o +50°C
&0.000 hours

# Other CCT opbions | J000K, G500K

** Al rights reserved to introduce any construction changes and improvements info the lighting luminaires,
** Photomeltric and electrical data may vary due o component tolerances.,
" The tolerance of lumen oulput £10% (Cold Stage)
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Work Lamp

LEDs Lighting Solutions

Superior light efficacy
up to 168 Im/W

-
Electrical Specifications ) Electrical Specifications )
Pirostsr Condumpion @ 300 Porevar Corrgumplion - THW
Inpul Voldlage - AT 100280 W 5y
Fresguenicy ROWED Mz Input Voltage : AC 100- 240V
Dpspration Tamg -30°C In +50°C Froquency H80 He
LED Lifetina (L70) 60,000 Powrs Operation Tomp, ©  -30°C 1o +50°C

. A L LED Lifeime [L70) < 50,000 hours

o (cd (2] [2

Alder work lamp product line has been adopted in indoor and outdoor from 10 to 75W power
consumption range. With P65 rated and high efficacy, this product is well-defined in multidisciplinary
area like wall washing, medium billboard, walk way, landmark and construction site.

170" frosted lens 120" Glass optical lens

i LU

170" frosted lens
(SMD model)

WL-50W with twin COB
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WL

flogdlights

WL-50W standard modal

Black Edtion 50W

Elack edbion WL-75W

Applications

= Warehouses, Outdoor wall washer and Convention hall

55 (cd (2P (D)

Electrical Specifications

Power Consumphbion @ THW
BN

Product Features

+ Robust aluminum die-cast alloy housing
» \Weather resistant powder coating

» 304 Stainless steel rotatable yoke bracket (STR)

+ Highly luminous efficacy up to 168 Im/w
= |KO7 impact rating

Dimensions [unit:mm]

w 75w

e sow

wiana, adder, com, w

207 B4 207 B84
[ — [ | o -~-ﬁ- I \
L[ | e O | I | o
!:n:-.-:: == = ﬁ =y Lﬁ:f s ﬁ
| o .r"l --" L A I ]
! !
Phntnmetry [ Figures are shown in steady stage |
BeamAngle 120" 120w Lux 150W  LUX
i (WD, C8) (WD,C8)
/ M ____dea  BM e
et
I T ASEMER e
Ordering data
Product CCT Beam CRI  Light Qutput Light Output
NHame (K} Angle [*) Steady Stage (Im) Cold Stage (Im)
WL-505-V-c-CIOWDAZCT 50 5000 120 =70 T4 8200
WL-505-V-c-CIOWNAZCT 50 4000 120 >T0 T400 8200
WL-755-V-c-CI0WDA2CT Th 5000 120 =70 11350 12600
WL-755-V-c-CIMNWNAZCT Th 4000 120 =70 11350 12600

* Other COT opfons | J000K. G500
*  CCT =80 eptional

Input Voltage
Frequency
Operation Temp
Led Litetirna] L7

ACAD0-240%
HED Hz
=307 bo +50°0
50, D00hours

=* Al rights resersed to introduce any construction changes and improvements into the lighting luminaires,

** Photometric and electrical data may vary due (o component tolerances.,
" The tolerance of lumen output £10% [(Cold Stage).

42
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Product Features
+ Robust aluminum die-cast alloy housing
- * Weather resistant powder coaling
= 304 Stainless steel rotatable yoke bracket (STR)

= Highly luminous efficacy up to 157 Im/w

« Compact design with low heat radiation
[ Dimensions [unit:mm]
W sow casi sow [TIIERIT

207 Ba —
-‘\\I l ) 1
< , n
1
|I |II III|
. 1
i | | n | | Y,
e — 2 e
| ] d 1 III.
! \ 'G5
k. A W | ﬂl,
!
!
Photometry | Figures are shown in steady stage |
Eeam Angle 120° WA JOW LU Bearn Angle 1707 CABIN 30W  Lux CABIN 30W  LUX
(WD,CT) (WD.CT) [WiD.C8)
r/ M 14 ! ™ a2 M a24
S ' s M ve M ws
= R e o - R U0 i war =l Y o) ook W Mo == i a_.
CABIM-30W
WLA-30W standard model Beam Angle 170"
Ordering data
: : Product Wattage CCT Beam CRI  Light Quiput Light Quiput
AF' PIIE ations MName (W) (K} Angle %) Steady Stage (Im) Cold Stage (Im)
* Drive thru, Mediom billboard, Outdoor wall washer WLA-305-V-cei-CANWDAICT - 5000 120 .70 4250 4700
and Construction sites,
CABIM-30R5-V-cail- TEWDATCT 30 5000 170 =70 3700 4100

‘\ ‘@ @ﬁ‘ rﬁé\j CABIN-30R 5-V-csil- TEWDATCA 30 5000 170 =80 3400 SB00

* Other CCT opons | 3000K, 8500
*  CCT =80 optional

Electrical Specifications

Power Consumption @ 30W
Input Violiagpe ACS0-264 W
Frequency : 50080 Hz : . , . : v s
Cusfiom Made Oparation Temp. -30°C to +50°C ** Al rights resensad to introduce any construction changes and improvemants info the lighting luminairas.
Elack Edtion 20W Led Lifetime(L70): B0, 000houUrs ** Photomeatric and electrical data may vary due (o component tolerances.
** The tolerance of lumen cutput £10% (Cold Stage).

WL (SMD model)

flopdlights




LEDs Lighting Solutions

PAR Lamp._

The best alternative product for
the traditional mercury-vapor lamps

Electrical Specifications

Posver Consumpbon | PARSE-9TW
Input Voltage

Freguancy

Oiparation Tasmgs

LED Lifetima {L.70)

Electrical Specifications

Poraar Consumpbon | PARSE- 52WY

Input Violtage A0 100240 W
AC 100-27F W
AC 120V 2107
§ Dhmima bl T'!.' (2]

FI'E'-:}uEI"l:'.“_.I S00e0 Hz

Ciperation Temp w3

LED Ldetima (L70) - 50,000 hours
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PAR Lamp Series
Product Features

= Suitable for outdoor applications

= |PG7 waterproof rating for wet location

« Easy to install, compatible E39 / E40 socket design
+ Highly luminous efficacy up to 160 Imfw

+ Magnesium die-cast alloy housing <AZ81D>

Dimensions [unit: mm)

325

Superior light efficacy _=—_ T 172
more than 60% | ' :

% 185

) D

114

energy saving

Photometry | Figures are shown in steady stage )

Baam Angle 60° Baam Angle 120° Beam Angle 130

| rd
il \.q___ o
ST LK e LLE ama LUX
WD.CB) WDLCB) (WD Ca)
L S M 2004 M M
2 18648 M 501 | 1116
an bk i 223 and a87
60° Clear lens Dl"d H‘fil'l H data
Product Wattage CCT Beam CRlI  Light Qutput Light Qutput
Hame (W) (K) Angle (%) Steady Stage (Im) Cold Stage (Im)
: : PRS8-100K0-V-chlayyy-TEWDEOCE ar 5000 120 =80 12700 14100
Applications
_ _ PRSE-100K0-V-chlayyy-TEWNBOCSE 87 4000 120 =80 12700 14100
J » Sport fields, Factories and Outdoor wall washer.
. o i PRS58-100K0-V-mblayyy-02WDAZCE a7 E000 120 =80 12400 13800
i : ; r.rF q"
-' 8 ‘ Ce \ ‘ A \ ] Pﬁ?| D, PRSG-100KO-V-mblayyy-O2WNAZCE 87 4000 120 >80 12400 13800
t‘ " PR58-100K0-V-Dmiblayyy-02WDA3CE 97 5000 120 =80 12700 14100
Electrical Specifications PR5S-100K0-V-Dmblayyy-0O2WNAICS a7 4000 120 >80 12700 14100
120° frosted lens Power Consumption : 87TW # Other CCT oplions : 3000K, 5500K
input Voltage - AC100~240 W
Freguancy : 50080 Hz
Cparation Temp. -30"G o +50°C
LED Lifetirme (LT0) : 60,000 hours ** All rights reserved to introduce any construction changes and improvements into the lighting luminaires

** Photometnc and elecirical data may wary due to componeant tolerances.
** The tolerance of lumen output £10% (Cold Sage).

PAR

LED lamp




PAR Lamp Series

PARS2.......

Superior light efficacy more
than 60% energy saving

Product Features

+ Suitable for outdoor applications

+ |P&7 waterproof rating for wet location

« Easy to install, compatible E38 / E40 socket design
= Highly luminous efficacy up to 167 Im/w

« Triac dimming function {Optional)

Dimensions [unit: mm]

o

W

-

o185 | =

223

c39 1 €40 Orop o [TIEEEIN

Photometry | Figures are shown in steady stage |

wianw alder com, w

Chisair Firashed Frosted
Beam Angle 80° Beam Angle 120° Beam Angle 130°
L1 \
- '-II I-"r *.l
| , :
|
o S \ _I/
E2W Lux B2 LuX EIW LUX
(WD, CB) {WD.CH) (WD, CB)
L S L S LT L L
L - B i) e
PARSZ with 60° milky lens M e - i - e
Ordering data
PARSZ with 130° frosted lens Product Wattage CCT Beam CRI Light Qutput Light Qutput
{Drop model) Name (VW) (K} Angle (%) Steady Stage (Im) Cold Stage (Im)
PRS2-52K0-V-chilayyy-TEWDE0CE Clear 5000 31 =30 ol 8300
PRE2-52K0-V-chlanyy-O2WDAZCE Chear 5000 120 =80 Froo BE00
Applications PR52-52K0-V-mblayyy-O2WDAZCH Frosted 5000 120 >80 6800 7600
PR52-525-T-chlaE3s-02WDAZCE Chear 5000 120 =80 6100 G800
PR52-525-T-mblaE30-02WDAZCE Frosted 5000 120 =80 5700 6300
., . . PR52-525-RZD-mblaE3g-TEWDAZCE  Frosied 5000 120 =80 5500 B100
Electrical Specifications
P Power Consumption - 52W St v 5 A a5 Rii e S
%.‘ TP Yoo et PR52-52K0-V-Dmblayy-O2WDA3ICS  Frosted/Drop 5000 130 >80 7200 8000
- AC 120V 210%

PARSZ with 120° frosted lens

PAR

LED lamp

Fraquentcy
Ogperation Temp
LED Lifgtirme {L7G)

{Demmable Typa)
SO0 Hz

-30°C b + 500G
80,000 howurs

& Fordimmable type.  ®Other CCT oplons ; 3000K. 4000K, 500K

** All rights reserved ta introduce any construction changes and improvemants inta the lighting luminaires.
** Photometnic and elecirical data may wary due to component tolerances.
** The tolerance of lumen outpul £10% (Cold Stage),



EXTREME
ENVIRONMENT _ ...

FROZEN LIGHTING ExdIIBT6 Gb
wi-6ow /30w il 3
Applications ;

* Cold storage

Applications
= Spord fields, Faciones, Ouidoor wall washer

Electrical Specifications

Electrical Specifications

Power Consemption © 1200

Powar Consumpbion ; 1504

120W

100N
Inpud Visltage ACTI0 - 27TV
Freguancy S0U60 Hz
Ciperation Temp 30°C o = 50°C
LED Lrletimne (L7d) - 60,000 hauirs

BOW

J0w
Input Violtage AC 100-240 W
Frequency : 5080 He
Operation Temp. -50°C 1o+ 30°C
LED Lifgbrmé {LT0) 80,000 hburs

HEAVY INDUSTRIAL LAMP

HBLA-150W / 140W Jgf[,n’rmﬂf
Applications

* Furnaces facility, Foundries factory, Blast
furnace cormdors

Electrical Specifications

Fowar Consumpdlicn © 150W

140w
Input Voliage AC10-2TTV
Frequednicy 500 Hz
Oparaton Temp. -30%C to + 100%C
LED Lifetime (LTO) : €0.000 hours

@) [es] €] ] &, @D Eams



whana alder com, w

Product Features
New Product « EX_d_IIB_T6_Gb

+ Protection type d & tb <Zone1 =
+ Robust aluminum die-cast alloy housing
- + Weather resistant powder coating
+ 304 Stainless steel rotatable yoke bracket
* Highly luminous efficacy up to 135 Im/w
=i Dimensions [unit:-mm]
F. / 1

F'.;-

qm;-e?:ﬂf |

- ll.l'.l l"h

5

EX d_IIB_T6_Gb

Photom Etl"f [ Figures are shown in steady stage |

Baam Angle 100° SO0W LUK

(WD,CE)

M
L
e

IECE System
EX dIIB T6 Gb

= EX Profection Techmigues= | Groups, Temperatene Clasges,
| Equipment Prabection Lewels

d = flameprocf enclosure

L OB = {gthylene)
| Zone 1

et TG = (<RS0

Applications

* Petrochemical industry, chemical industry, gas station,

= Gb = protection level (lameprood) “d™iGE)

paint industry, etc. Ordering data

CEi' bt llEcH‘ Product Wattage  CCT Beam CRI  Light Output Light Output
u( f - M.Ex Mame (W) (K) Angle (%) Steady Stage (Im)  Cold Stage (Im)

Electrical Specificat) EPL-100S-T-cSTR-TEWDAOCS 100 5000 100 >80 12300 13700
ectrical Specifications

Power Consumgtion : 150 EPL-1205-T-cSTR-TEWDAOCE 120 5000 100 =80 14500 16100

Iﬁgﬁ EPL-1505-T-cSTR-TEWDADCE 150 5000 100 =80 17600 19500
P&lﬁcl:ne :;r:};ﬂq-i??u ¥ Oiner CCT options © J000K, 4000K, BS00K.

Operation Termp =30"C te +50°C
LED Lifeteme (LT0) - 60,000 hours ** AN rights reserved to introduce any construction changes and improvements into the lighting luminaires,
** Phatometric and electrical data may vary due to component tolerances.

** The tolerance of lumen aulput +10% [Cold Stage).
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Product Features
+ Robust aluminum die-cast alloy housing
» \Weather resistant powder coating

» 304 Stainless steel rotatable yoke bracket

+ Highly luminous efficacy up to 167 Im/w
= Operating ambient temperature capable -60 degrees Celsius

Dimensions [unit mm)]

NEW w. 30w wesow
SRODUCT  _60°C~ +30°C

158 - 207
- e a—
I '1 ‘

_ " i 5 =
1[: _3_ = 1.""':"-J e

AT I"J = .

1 Y
1

Photometry | Figures are shown in steady stage |

Beam Angle 1207 0W LUX Beam Angle 120* B0 LUX
[WD,CT7) = ,.—..\ {WD,CT)
M 1207 / \ M 2802
LM e T ™M s
N A T e
M 134 = IM 289
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Qutput
Name W) 4] Angle (%) Steady Stage (Im)  Cold Stage (Im)
WILA-305-V-cyyy-CI0WDRICT-LT 0 5000 120 =70 4500 S000
WILA-205-V-cyyy-CI0WMAZCT-LT 30 4000 120 =T 4500 S000
Applications Electrical Specifications WLA-G05-V-cyyy-CI0OWDAZCT-LT 50 5000 120 =70 9700 10800
* Cold storage Power Consumption ;&W WLA-B0S-V-cyyy-CIOWNAZCT-LT 80 4000 120 >70 8700 10800
I V ] = 0w # Other CCT oplions : 3000K, B500K
|Han c E -4 Input Violtage : AC100~240 V
| comear | | - Frequency S060 Hz
Operation Temp 60°C 1o +30°C ** All rights reserved to introduce any construction changes and improvements info the ighting luminaires,
LED Lifelime (L70): 50,000 hours ** Photormetric and electrical data may vary due 1o component tolerances.

** The tolerance of lumen cutput £10% (Cold Stage).




Heavy Industrial Lam

HBLA-150W/140W

HBLA

high bay light

_—r

v

(*/

Applications

NEW

-30°C~+100°C

* Furnaces facility, Foundries factory and Blast furnace

cormidors.

By (ce)( =]

Electrical Specifications
Power Consumption : 1500 1 140W

Inpun Wiokmpe
Fregueancy
Operation Temg

Led Lidetime(l 0]

ACTID = 27T
S0ED HE

-30°C 1o «100"C
&0, 000hours.

Product Features

+ Robust aluminum die-cast alloy housing

» \Weather resistant powder coating
» 304 Stainless steel rotatable yoke

bracket

« Highly luminous efficacy up to 157 Im/w
« Operating ambient temperature up to 100 degrees Celsius

Dimensions [unit:mm]

Weight : 7.5Kg

28913

wianw alder com, w

4 Lnym
.I;
L | =
[} 5P 1
Vg
1
Photometry | Figures are shown in steady stage )
Bearm Angle 30° W L Bevarm Argle GO BOW Lux Baarn Angle 100¢ 1000 LU
(WD.CT7) {WD.CT) E {WD,C7)
M ares M, 1982 \ M ee
o AU IS AT S I a2 j bl L
am 42 - am 219 - oM T8
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Qutput
Name (W) (K} Angle () Steady Stage (Im) Cold Stage (Im)
HELA-140G-HT-cyyySTR-Z2WDITET-5T 140 H000 30 =70 21200 23500
HBLA-1405-HT-cyyySTR-ZWDEHCT-5T 140 E000 &0 =70 21200 23500
000 100 =70 19800 22000

HELA-1408-HT-cywySTR-ZZWDADCT-5T 150

* Oiher CCT oplions | 3000, 4000K, 6500K

= Al rights resended to introduce any construction changes and improvemients info the lighting luminaines.
** Photometric and elactrical data may vary due (o component tolarances.
** The tolerance of lumen cutput £10% (Cold Stage).



Marine Lighting

S
IIIIIII
g 1

CAEBIN-30W HELA-300ML

HLE - 200ML / 2000

HLE - 100ML / 100W

HL - 120ML / 120W

ML Series

High Bay Light
HBLA-300ML
FloodLight
HL-120ML
HLE-100W / 200W
i . . . i R . L . i T L . T
Electrical Specifications Electrical Specifications Electrical Specifications
Poreesr Congumplion | OCEAN - S00W Poweer Consumption © CABIM - 30W Power Consumplion ;| HELA - 300W
OCEAMN - GO0 Ingut Volage AC 100240 W Input Vollage AC 100-277 W
'F“;“q‘;;n"“‘:?“ ;ﬁ;ﬂf“ N Froquency 5080 Mz Frequency 8O0 Hz
Operation Temp A0°C 16 +50°C Operation Temp -30°C to +50°C Operation Temp 307G to +50°C
LED Lifetime {LT0]: 60,000 hours LED Lifetime (L70) . 60,000 hours LED Lifeteme (LT0) :  &0.000 hours
red light wavelangth © 615-635nm
L Ay i >
Electrical Specifications Electrical Specifications
Pewer Consumption . HLG - 1200 Power Consumption : HLE - 2004
Inpart Violtage AC 110-2TT W HLE - 1004
Input Violtage A 10277 W
F 0060 H
ra-quar'-wT ] c 3 - Frequency SO0 He
ok N s Operation Tomp. ;. -30°C 10 +50°C
LED Lifetime (L70): 60.000 houwrs LED Lifetime (L70) :  60.000 hours
b AN A

H €7 @ @ @ ass
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Marine Lighting

Application scenarios

LA DA

63 |
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Marine nghtlﬂg Product Features

= High system efficacy up to 70 ImMW(Cold stage).
- + Temperature range -30°C to +50°C.
« No IR-and UV radiation, low heat radiation.

» Solid die-cast aluminum housing.

+ Rotatable bracket made of stainless steel.
= UV rated powder paint coating.

[ ]
Dimensions [unit: mm]

SO o 2555

Sda i b

a (= [

Photometry |Figures are shown in steady stage |

S00W Beam Angle 120° G00W Beam Angle 120°
B il
I/('r \ Frrry
‘Tt Frr

Applications \ = 7

# Marine market , Boal ships and Harbour terminal

@;@ @ @ Ordering data

Rear power supply design

Product Wattage CCT Beam CRI  Light Output Light Output
Electrical Emni"nauﬂnﬁ Name (W) K} Angle (%) Steady Stage {Im) Cold Stage (Im)
Power Consumpion © B0 QCEAN-S00KBS-T-cESTR-Z25RE0 SO0 RED &0 58500 B5000
GO0W
Input Vollage ACN00 ~ 27TV DCEAN-GOOKED-T-c5TR-ZZSRE0D GO0 RED 60 38000 42000
Frequency SOMED Hz
Operation Temp -30°C 1o +50°C ** Al nights resersed to introduce any construction changes and improvements info the lighting luminaires.
Lad LifabmelL70):  &0.000hours ** Photomatric and electrical data may vary due 1o component talerances,

red light wavelength - &15-635nm ** The tolerance of lumen sutput £10% (Cold Staga).

FRErE RETE RN
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Product Features

Marine Lighting

» Robust aluminum die-cast alloy housing

* \Weather resistant powder coating and 304 front cover

« 5mm thickness 304 Stainless steel rotatable bracket
= + Highly luminous efficacy up to 143 Im/w

= Multi-Lens optional and 4mm thickness tempered glass

Dimensions [unit: mm|

L 1372 43 i
Photometry | Figures are shown in steady stage |
Beam Angle 15" 00W  LUX Beam Angle 30° 00W LUK
5 (WD,C8) (WD,C8)
f\ i
| M TR \ am 6433
H N il oM 1608
I"I' ;/I
* M wm0 M T
Boam Angle 60° I00W LUX Beam Angle 100° I00W LUX
(WD, C8) (WD, C8)
. 3332 / \ L
: T | oM 30
m——r ) e L S L SO s comenu NN W0 e PO 138
Applications Ordering data
s Marine market , Boat ships and Harbour Product Wattage CCT  Beam CRI  Light Output Light Output
Name (W) (K) Angle (%) Steady Stage (Im)  Cold Stage (Im)
[\ IC \ | A \ IFﬁE GF) HBLA-300MLKO7-T-cSTR-ZZWD15C8 300 5000 15 -80 33400 37100
LN : HBLA-300MLKS7-T-cSTR-TEWD30CE 300 5000 30 >80 36000 40000
Electrical Specifications HBLA-300MLKS7-T-cSTR-TEBWDE0CS 300 5000 80 >80 356000 40000
Power Consumption © 300W HELA-300MLKO7-T-cSTR-TEWDADCE 300 5000 100 >80 15000 40000
Input Violtage ACI00 =277 W
Fraquency | S0/B0 H # Other CCT options : 3000K. 4000K, B500K.  # Other CRI cptions : =70

Oparation Tamp. : -30°C 1o +50°C
Led Lifetime{L70): &0, 000haurs

** Al nights resarved to introduce any construction changes and improvements inka the lighting luminairas.
** Photometric and electrical data may vary due to component tolerances.
** The tolerance of lumen output £10% (Cold Stage).
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Marine nghtlﬂg Product Features

+ Robust aluminum die-cast alloy housing
» \Weather resistant powder coating

=T} » 304 Stainless steel rotatable yoke bracket (STR)
» \Wide beam angle 170

« Compact design with low heat radiation

Dimensions [unit: mm]

WL 30w

: 169 . I
152

’ "'II -I"'.

'

= “':H__

4 11 .

I

Fhutnmatrf [ Figures are shown in steady stage |

Beam Angle 170° T LUx
- WD.CT)
| 399 __
. ...
LSS A
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Qutput
Applications Name (W) (K} Angle () Steady Stage (im)  Cold Stage (Im)
* Marine market , Boat ships and Harbour lerminal CABIN-30ML-V-myyy-C2WCATCS 30 6500 170 >80 2750 3050

w Cahgr COT options ;| J000K, 40008, SO00K, G500K

f Y
Iél (ce][ X ||ipss| ()
17:"-»_.' )
— = AN rights resended 1o inrsduce any canstruction changes and improvements into the lighting luminaines,
Electrical Specifications ** Photornetric and electrical data may vary due to component tolerances.

** The tokerance of lumen cutput £10% (Gold Stage).

Power Consumption @ J0W

Engut Viollage ACADD ~ 240V
Frequency SOMED HE
Operation Temp -30°C 1o +50°C
Led Lilebrme{LTO) 50, 00howrs
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Marine Lighting

HLE-200W

Product Features

+ Robust aluminum die-cast alloy housing

* Hard anodic treatment and resistant powder coating
» 304 Stainless steel rotatable yoke bracket (STR)

= Highly luminous efficacy up to 160 Im/w

« 5mm Tempered glass and 60 PC Lens

HLE

floodlights

HLE-100W

Beam ﬂl'lﬂlﬂ- 6o 2000 LUX Beam Angl& 60" 100w LU
- (WD,C8) : (WD, C8)
/ / f 121
f | N . 8! . .. 15
£ ... L. T 1 6M 304
- .| - I
il I ™ 38 LA o M 135
Applications Ordering data
* Marine market , Boat ships and Harbour terminal. Product Wattage ccT Beam CRI  Light Output Light Output
Name (W) (K) Angle (%) Steady Stage (Im)  Cold Stage (Im)
RoH3 ‘ € \ ‘ E HLE-200ML-2E-cSTL-TEWDEOCE 200 5000 60 =80 27400 30400
HLE-200ML-2E-cSTL-TEWNEOCE 200 4000 B0 =80 27400 30400
Electrical Specifications HLE-100ML-2E-cSTL-TEWDEOCS 100 5000 &0 >80 13500 15000
Power Consumption : 200W HLE-100ML-Z2E-cSTL-TEWMNEOEE 100 4000 GO =80 13500 15000

100w
Input Voliage AC10 = 2T
Frequancy SO0 Hz
Oiparation Temg 30°C o +50°C
L=t Liftimnes(L 71 60, 000 heurs

Dimensions [unit: mm]

P YWeight : 5.8 Kg

¥ |

T 1

715

K

Photometry |Figures are shown in steady stage |

U Waight - 4.3 Kg

i .

=

)

i &
(5]

-
[

188

# Ogher CCT optons © 000K, G500

** Al nights resarved to introduce any construction changes and improvements inka the lighting luminairas.
** Photometric and electrical data may vary due to component tolerances.
** The tolerance of lumen output £10% (Cold Stage).
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Marine ng hti ng Product Features

+ Robust aluminum die-cast alloy housing

* Hard anodic treatment and resistant powder coating
(=5] + 304 Stainless steel rotatable yoke bracket

= Highly luminous efficacy up to 146 Im/w

« 5mm Tempered glass and 60 PC Lens

N E w Dimensions [unit:mm)

vcr
prROD
.3 334 _
i ] —
=
ol (Lo, 1
—ﬁi— L ¥
¢ - [ -]
L 361 = 312

Fhutnmatry’ [ Figures are shown in steady stage |

Beam Angle 607 1200 LUX
- (WD.CB)
27T M 10
o ... 2
<l sy R Lo
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Qutput
Applications Name (W) (K} Angle (%) Steady Stage (Im}  Cold Stage (Im)
. ‘ G E HL-120ML-HT-cSTL-AV2WDEOCE 120 S000 G0 i) 15800 17500
HL-1 20ML-HT-cSTL-V2WNE0OCE 120 4000 G0 >80 15800 17500
HL-120ML-HT-cSTL-V2WANSDCE 120 3000 GO =80 14900 16800

Electrical Specifications

b m : ' ;f:ﬂ::ﬂ ey ** Al rights resersed to introduce any construction changes and improvements info the lighting luminaires.

Fibbaingy SVED Hz ** Photometric and electrical data may vary due to component tolerances.
Oparabion Tamg 30°C to +50°C ** The tolerance of lumen culput £10% (Cold Stage).

Led Lifetma{LT0) B0.000hours
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Product Features
Globe Lamp
+ Robust aluminum die-cast alloy housing

= \Weather resistant powder coating

« 304 Stainless steel rotatable yoke bracket
- + Globe 360 light distribution

+« Dimmable 1-10V optional

pLoow  [CIPREEETY

1250

' R r — —_—

Photometry | Figures are shown in steady stage |

Beam Angle 200° Light source at 2 meters high
S0 0%

[Trm] 0 Lux [1m] 24 Lux

| [2m] 45 Lux [2m] 28 Lus

I [3m] 39 Lux [3m] 23 Lux

/ [4m] 30 Lux [4m] 18 Lux

. * v = - [5m] 23 Lux [Smn] 04 Lux

Light fixture mounbed ot coiling

[tm] 1071 Lux [1m] 750 Lux
[2m] 270 Lux I [2m] 190 Lux
[3m] 105 Lux ;| [3m] 85 Lux
[4m] BSLux [den] 48 L
[5m] 45 Lux [Sen] 31 Lux
Ordering data
Product Wattage CCT Beam CRI  Light Qutput Light Output
Name (W) (K} Angle () Steady Stage (Im) Cold Stage (Im)
PL-50K0-T-rmwhiSTR-TEWDAZCE 50 S000 200 =80 B400 7100
PL-50K0-T-mwhiSTR-TEWMNAZCE 50 4000 200 =50 E400 7100
Appﬁcaﬁﬂns Electrical Spm:ificatlnns PL-90KD-T-rmwhiSTR-TEWDAZCE 90 S000 200 =&0 11500 12800
: FL-80K0-T-mwhiSTR-TEWNAZCE a0 4000 200 =80 11500 12800
#= Snor fields, Factones and Qutdoor wall washer Power Consumption ﬁ I
: : : e ACIO0-2TT # Other CCT options © 3000K, B500K
msl{ €| )4 IFﬁﬂ‘ Frequency - S0/50 Hz
LT — : _ '
B L N ' ' ?E;TE;:T;’W _ ft;;xji : =+ Al rights reserved o introduce any construction changes and improvements into the lighting luminaires.
g * Photometric and electrical data may vary due to component iolerances
portable lamp ** The tolerance of lumen output +10% (Cold Stage).
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Post Top
Globe Lamp

PL - 60W / 36W / 18W

« Suifable for ouldoor applcations

s |PEE waterproaf rating for wet location

# Easy to install, compatibbe E38 7 E40 socket design
» Highly luminous efficacy up to 153 Imiw

» Aluminum dig-cast alloy housing =ADC12=

Dimensions [unit: mm] 2250

R i
FL 60WY External Drivar

375

Photom Etf‘f [ Figures are shown in steady stage |

Baam Angle 200" 180 LLX 38w LUX BOWY LUX
T (WD,C8) {WD,C8) (WD,C8)
(V\ w2 WIS m s
\ / ZM 51 2M a4 ZM 152
e X M 22 k! 42 3M 67
Decorate the sireeat view with glamorous .
Metal Halide Replacement Lamgp ] Orde ring data
Post Top Globe Lamp
\\ Product Wattage CCT Beam CRl  Light Output Light Qutput
Name (W) (K) Angle [*) Steady Stage (Im) Cold Stage (Im)
PL-185-T-mwhiEyy-O2WDAZCE 18 5000 200 =80 2100 2300
PL-355-T-rwhiEyy-02WDAZCE I 000 200 =&l S900 4400
- . i i i PL-805-HT-mwhiEyy-02WDAZCEH B 5000 200 =80 G300 700
Applications Electrical Specifications rwhiEyy-
= Town Hall, Street Decoration and Commercial activity, Power Consumption :t-ﬁ:&gﬁ PL-3565-T-mwhiE39-02WDAZCE B 5000 200 >80 3900 4400
P ol PL-18W # Other CCT options | 3000K, 000K, B5O0K
GG - i |
o e d | ek mﬁhmp ; ?ﬁg ::-iﬂﬂ‘c ** All rights reserved 1o introduce any construction changes and improvements into the lighting luminaires
LED Lifstirne “_ﬂj:, BO.000 hours ** Photometric and electrical data may vary dug to component tolerances

** Thi tolerance of lumen outpul £10% (Cold Stage)
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/ \ | 2 C | | 2x2 [1x4 [ 2x 4

Adopted in indoor recessed ceilings with elegant arc
curved surface, excellent diffuser lens design to generate

The indoor recessed luminaire for most types of suspended ceilings comfortable ambient lighting, transparent excessive color

rendering index higher than 90 to make bright color and
true white.

Dimensions [unit:mm]
S Weight : xxKg P Weight : xxKg 'Rl Weight : xxKg
mj ol

z 3 ot

The Color Of Swnshine = 595 1 _ 288 - 595 -
= [T— — — —1 !
uw
()]
w
M B 1 § §
— _t - !
Ordering data
Product CCT Viewing CRI Light Output DLC
Name (K) Angle (°) Steady Stage (Im)
ARCH22-35S-T(D)-WD9095 5000 90 >95 3500 pending
ARCH22-25S-T(D)-WD9095 5000 90 >95 2500 pending
ARCH22-35S-T(D)-WD9090 5000 90 >95 3500 pending
ARCH22-255-T(D)-WD9090 5000 90 >95 2500 pending

%  Other CCT options : 3000K, 3500K, 4000K.
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